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Mine Safety and Health Admin., Labor § 75.2

Title III of the Federal Coal Mine Health and
Safety Act of 1969.

Subpart A—General
§ 75.1 Scope.

This part 75 sets forth safety stand-
ards compliance with which is manda-
tory in each underground coal mine
subject to the Federal Mine Safety and
Health Act of 1977. Some standards also
are applicable to surface operations.
Regulations and criteria supple-
mentary to these standards also are set
forth in this part.

[35 FR 17890, Nov. 20, 1970, as amended at 43
FR 12319, Mar. 24, 1978]

§ 75.2 Definitions.
The following definitions apply in

this part.
Act. The Federal Mine Safety and

Health Act of 1977.
Active workings. Any place in a coal

mine where miners are normally re-
quired to work or travel.

Anthracite. Coals with a volatile ratio
equal to 0.12 or less. The volatile ratio
is the volatile matter content divided
by the volatile matter plus the fixed
carbon.

Certified or registered. As applied to
any person, a person certified or reg-
istered by the State in which the coal
mine is located to perform duties pre-
scribed by this part 75, except that in a
State where no program of certifi-
cation or registration is provided or
where the program does not meet at
least minimum Federal standards es-
tablished by the Secretary, such cer-
tification or registration shall be by
the Secretary.

Coal mine. Includes areas of adjoining
mines connected underground.

Filter Self-Rescuer (FSR). A type of gas
mask approved by MSHA and NIOSH
under 42 CFR part 84 for escape only
from underground mines and which
provides at least 1 hour of protection
against carbon monoxide.

Low voltage. Up to and including 660
volts, medium voltage means voltages
from 661 to 1,000 volts; and high voltage
means more than 1,000 volts.

Permissible. (1) As applied to electric
face equipment, all electrically oper-
ated equipment taken into or used inby
the last open crosscut of an entry or a

room of any coal mine the electrical
parts of which, including, but not lim-
ited to, associated electrical equip-
ment, components, and accessories, are
designed, constructed, and installed, in
accordance with the specifications of
the Secretary, to assure that such
equipment will not cause a mine explo-
sion or mine fire, and the other fea-
tures of which are designed and con-
structed, in accordance with the speci-
fications of the Secretary, to prevent,
to the greatest extent possible, other
accidents in the use of such equipment.
The regulations of the Secretary or the
Director of the Bureau of Mines in ef-
fect on March 30, 1970, relating to the
requirements for investigation, testing,
approval, certification, and acceptance
of such equipment as permissible shall
continue in effect until modified or su-
perseded by the Secretary, except that
the Secretary shall provide procedures,
including, where feasible, testing, ap-
proval, certification, and acceptance in
the field by an authorized representa-
tive of the Secretary, to facilitate com-
pliance by an operator with the re-
quirements of § 75.500 within the peri-
ods prescribed in § 75.500.

(2) As applied to equipment other
than permissible electric face equip-
ment: (i) Equipment used in the oper-
ation of a coal mine to which an ap-
proval plate, label, or other device is
attached as authorized by the Sec-
retary and which meets specifications
which are prescribed by the Secretary
for the construction and maintenance
of such equipment and are designed to
assure that such equipment will not
cause a mine explosion or a mine fire.
(ii) The manner of use of equipment
means the manner of use prescribed by
the Secretary.

Qualified person. As the context re-
quires:

(1) An individual deemed qualified by
the Secretary and designated by the
operator to make tests and examina-
tions required by this part 75; and

(2) An individual deemed, in accord-
ance with minimum requirements to be
established by the Secretary, qualified
by training, education, and experience,
to perform electrical work, to main-
tain electrical equipment, and to con-
duct examinations and tests of all elec-
trical equipment.
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